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EPE320-VLP Series
290 Watt LED Driver

UKeco AC
LTDPOWER

Features:
• Constant Voltage Driver
• Flicker free
• AC input: 200-277VAC
• Built in active PFC Function
• Efficiency up to 90%
• Protections: short circuit/ over loading/over 

current/ over temperature
• IP67 Metal Case with class I design
• Cooling by free air convection
• Suitable for led lighting and moving signs
• 5 years warranty

Models
EPE320-12VLP

Output Specifications

12VOutput Voltage

Output Current

Rated Power

Input Specifications

24.2A

290W

Voltage Accuracy ‌±5%

200-277VACInput Voltage

50-60HzFrequency Range

90%Full Load Efficiency (Typ.)

Environment

-40~+70°CWorking TEMP.

5 %-85% RH, non-condensingWorking Humidity

Input Current

85AInrush Current

≤0.5WNo Load Power Consuption 

>0.98 Full Load 240VPower Factor Correction

>50,000hLife Time

Protection
exceed maximum rated load times 1.1-1.6Over Load

hiccup mode, restart automatically after fault correctionShort Circuit

hiccup modeOver Temperature

1.6A @ 230V

SELV IP67 110

80°CMax Case Temperature
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Other Specifications

Mechanical Specifications

IP67IP Rating

1.4 KgWeight

261 x 62.5 x 41.4 mmSize

Safety & EMC

IEC61347-1, IEC61347-2-13Safety standards

EN61000-3-2 Class C, EN55015EMI

EN61000-4-2,3,4,5,6, EN61547EMS


